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A functionalized carbon nanotubes paste electrode modiﬁed with cross-linked chitosan for the determi-
nation of trace amounts of cadmium(II) and mercury(II) by linear anodic stripping voltammetry is
described. Under optimal experimental conditions, the peak current was linear in the Cd(II) concentration
range from 5.9  108 to 1.5  106 mol L1 with a detection limit of 9.8  109 mol L1 and, for Hg(II)
from 6.7  109 to 8.3  108 mol L1with a detection limit of 2.4  109 mol L1. The proposed method
was successfully applied for the determination of Hg(II) in natural and industrial wastewater samples,
and Cd(II) in sediments, human urine, natural, and industrial wastewater samples.
 2011 Elsevier B.V. Open access under the Elsevier OA license.1. Introduction
Cadmium is a highly toxic and carcinogenic substance for hu-
mans. It has been listed as the sixth most poisonous substance
jeopardizing human health [1–3]. The exposition of humans to
lower amounts of cadmium may cause renal dysfunction, bone
degeneration, lung insufﬁciency, liver damage, and hypertension
[4]. Consequently, the quantiﬁcation of trace levels of cadmium
is a challenging analytical problem of long-standing interest. Sev-
eral analytical approaches have been applied for the determination
of trace amounts of cadmium in biochemical and environmental
resources, such as spectrophotometry [1], atomic absorption spec-
trometry [1], stripping voltammetry [2–7], and X-ray ﬂuorescence
[2]. The common methods adopted for the concentration assess-
ment of the metal ions are mainly focused on the use of atomic
absorption or inductively coupled plasma (ICP) atomic emission
spectroscopy, ICP-mass spectrometry, and electrochemistry (EC)
techniques. However, owing to the ponderous and sophisticated
instrumentation the spectroscopy methods are fairly cumbersome
and not suitable for the in situ measurements. On the contrary, the
electrochemical techniques have attracted increasing levels of
interest. This is owing to the fact that electrochemical methods
possess high sensitivity, good selectivity, low cost, simplicity, and: +55 16 33518350.
).
sevier OA license.easy data read-out [2,4–10]. Thus, various electrochemical meth-
ods, utilizing different modiﬁed electrodes have been reported
for the determination of Cd(II). Among all the EC methods, strip-
ping voltammetric provides a powerful tool for the determination
of metal ions [11,12].
Since the 20th century, after the disaster at Minamata Bay [13]
mercury-based compounds has been widely studied, which were
observed bioaccumulation, biomagniﬁcation to the gravity of its ef-
fects on health, being more visible symptoms related to nervous
system, kidney, immune, and reproductive systems.
Several analytical methods have been applied for the determi-
nation of mercury in biological and environmental samples, such
as spectrophotometry [13,14], atomic absorption spectrometry
[15,16], stripping voltammetry [17–20] using a different electrodes
as gold, glassy carbon, nanoparticles, and carbon paste electrodes.
In general, the performance of anodic stripping voltammetry
(ASV) is strongly affected by the electrode material. An ideal elec-
trode should possess qualities such as low ohmic resistance, chem-
ical and electrochemical inertness, good mechanical properties,
high hydrogen and oxygen overpotential (wide potential window),
low background current and ease of reproduction of the electrode
surface. The high sensitivity of ASV [21] is mainly speciﬁed by the
ﬁrst step involving the pre-concentration of the analyte species.
The metal adsorption capacity of several low-cost adsorbents,
such as biopolymers, has been investigated in the present study.
These biopolymers, which are obtained from renewable sources,
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biopolymers, chitosan has proved to be an extremely promising
material. Chitosan is a natural biopolymer produced by the alkaline
N-deacetylation of chitin, the most abundant natural polymer after
cellulose [23–28]. Chemical modiﬁcations of chitosan may include
chemical cross-linking (to increase polymer stability in acidic
solutions) or grafting of new functional groups (to increase the
adsorption sites), which can increase the adsorption capacity and
selectivity toward the metal ions in the solution [29–32]. Cross-
linking agents like glyoxal (GO), epichlorohydrin (ECH), glutaralde-
hyde (GA), and 1-ethyl-3-(3-dimethylaminopropyl) carbodiimide
together with N-hydroxysuccinimide (EDC-NHS) are examples of
chemical modiﬁcations on chitosan [33,34].
Since the discovery of Carbon Nanotubes (CNTs) by Iijima in
1991 [36], they have attracted increasing attention owing to their
extraordinary structural, mechanical, and electrical properties as
well as their assurance in the ﬁeld of material science. The subtle
electronic properties indicate that this material has the ability to
promote a more effective electronic transfer, resulting in wider
applications in electrochemistry [35–39]. Numerous applications
of CNTs have also been investigated. For example, they were
widely used as scanning probes [40], electron ﬁeld emission
sources [41], nanoelectronic devices [42], batteries [43], potential
hydrogen storage material [44] and chemical sensors [45].
In the present study, a simple and effective carbon nanotube
paste electrode modiﬁed with cross-linked chitosan was devel-
oped, and the electrode was applied to the determination of Cd(II)
and Hg(II) by anodic stripping voltammetry (ASV). The modiﬁer,
chitosan cross-linked with GA can pre-concentrate Cd(II) or Hg(II)
from an aqueous solution on its surface and thereby signiﬁcantly
increase the analytical signal. In addition, the high stability and
electrical conductivity of carbon nanotubes enables the proposed
electrode to have a wide linear range of concentrations, high sen-
sitivity, good selectivity and reproducibility for the determination
of these metal species in many samples.2. Experimental
2.1. Reagents and solutions
The multiwalled carbon nanotubes of diameter 60–70 nm and
length 5–9 lm were purchased from Sigma (St. Louis, MO, USA),
which submitted to a chemical pre-treatment for 12 h using a mix-
ture of concentrated sulfuric and nitric acids in a proportion of
3:1 v/v, respectively. Subsequently, the mixture was ﬁltered,
washed with deionized water until a pH level of 6.5–7.0 was
reached, and then dried at 120 C for 5 h.
The chitosan was obtained by N-deacetylation of chitin in a
multi-step process by means of the freeze–thaw cycles, as previ-
ously described [46]. The chemical modiﬁcation of chitosan with
epichlorohydrin (ECH) or GA was carried out as previously de-Fig. 1. Schematic constructionscribed [33]. The chitosan was immersed in a solution of
0.01 mol L1 ECH and 0.07 mol L1 NaOH at 40 C and maintaining
under magnetic stirring for 2 h. Subsequently, the mixture was ﬁl-
tered, rinsed with water until a pH level of 6.5–7.0 was reached,
and then dried at room temperature. The chemical modiﬁcation
of chitosan with (GA) was carried out by dissolving chitosan in a
solution of 2.5% v/v GA and maintaining under constant agitation
at room temperature for 12 h. Subsequently, the chitosan was ﬁl-
tered, rinsed with water to remove the unreacted GA residue,
and then dried at room temperature.
All solutions were prepared with ultra-pure water of resistivity
not less than 18 MX cm obtained with a Millipore Milli-Q system.
All other chemical reagents were used as received. A stock solution
of 1.0  102 mol L1 Cd(II) and 1.0  103 mol L1 Hg(II) was pre-
pared by dissolving Cd(NO3)2 or HgCl2 in deionized water. It was
later diluted to desired concentrations using deionized water.2.2. Apparatus
The voltammetric measurements were performed using a
three-electrode system, including the modiﬁed carbon nanotubes
paste electrodes as the working electrode, a platinum plate as
the counter electrode, and Ag/AgCl (3.0 mol L1 KCl) as the refer-
ence electrode. A potentiostat/galvanostat Autolab model
PGSTAT12 (Ecochemie, Netherlands) controlled by the GPES 4.9
software was used.
The surface electrode morphology was characterized by a ﬁeld-
emission gun scanning electron microscopy FEG/STEM mode (Su-
pra 35-VP, Carl Zeiss, Germany).
The comparative method for Cd(II) determination was carried
out by SpectraAA-640 ﬂame atomic absorption spectrometer (Var-
ian, Mulgrave, Australia) equipped with a deuterium lamp back-
ground corrector. The measurements were performed at 228 nm,
using a cadmium hollow cathode lamp.
The comparative method for Hg(II) determination was per-
formed by a VISTA AX simultaneous inductively coupled plasma
optical emission (ICP OES) spectrometer with axial view conﬁgura-
tion (Varian, Mulgrave, Australia).2.3. Preparation of CNPE modiﬁed with chitosan and cross-linked
chitosan (ECH) or GA
Initially, chitosan was crosslinked with ECH or GA as described
elsewhere [33]. Thus, the chemically modiﬁed electrodes were pre-
pared by mixing chitosan or cross-linked chitosan with ECH or GA,
functionalized multi-walled carbon nanotubes, and mineral oil in
different proportions. The mixture was then manually homoge-
nized for at least 30 min. Then, paste was packed into an electrode
body, consisting of plastic cylindrical tube (o.d. 8 mm, i.d. 6 mm)
with a copper wire for electric contact and the surface was
smoothed against clean paper. The unmodiﬁed carbon nanotubesof the working electrode.
Fig. 2. (A) LSASV of CNPE, CNPE-CTS, CNPE-CTS-ECH and CNPE-CTS-GA in presence of 1.0  107 mol L–1 Cd(II). (B) LSASV of CNPE, CNPE-CTS, CNPE-CTS-ECH and CNPE-CTS-
GA in presence of 9.0  107 mol L–1 Hg(II). The experimental conditions were 0.1 mol L1 NaNO3 supporting electrolyte (pH adjusted with conc. HNO3 to 6.1), accumulation
potential of 0.2 V for 270 s and scan rate of 25 mV s1.
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shown in Fig 1.
2.4. Analytical procedure
The Cd(II) and Hg(II) determinations were evaluated by linear
sweep anodic stripping voltammetry (LSASV). The parameters used
in the LSASV for both analytes measurements were evaluated. The
modiﬁed CNPE was applied for Cd(II) determination in samples of
industrial wastewater, natural water, urine, and sediments and
Hg(II) determination was applied in industrial wastewater and nat-
ural water.
The samples of sediments were collected from the Jundiaí river
(São Paulo, SP, Brazil) and dried in an oven at 65 C up to a constant
mass. Later, the sediments were softened and drizzled in a mesh of
212 lm. A sample mass of 100 mg was digested with 2.0 mL of
aqua regia and 1 mL of concentrated H2O2, in a closed microwave
oven for 34 min. After cooling the microwave vessels, 1.0 mL of
1.0 mol L1 HF was added for the attack of the silicate fractions
and 0.5 g H3BO3 for the complexation reaction of the remaining ﬂu-
orides [47]. Finally, the sediments samples A (1.37  105 mol L1),
B (1.47  105 mol L1), C (1.48  105 mol L1) and D (17.6 
105 mol L1) determined by FAAS were diluted in 0.1 mol L1 ace-
tic acid solution (pH = 3.0) for measurements.Fig. 3. Anodic peak currents obtained by LSASV as function of the amount of CTS-
GA in the CNPE for 1.0  107 mol L1 Cd(II) or 9.0  107 mol L–1 Hg(II) solution.
The experimental conditions were 0.1 mol L1 NaNO3 supporting electrolyte (pH
adjusted with conc. HNO3 to 6.1), accumulation potential of 0.2 V for 270 s and
scan rate of 25 mV s1.3. Results and discussion
3.1. Study of the CNPE and CNPE modiﬁed with chitosan and cross-
linked chitosan for metallic ions determination
Initially, the functionalization of carbon nanotubes was evalu-
ated. Carbon nanotubes paste electrodes were prepared using
functionalized and non-functionalized carbon nanotubes. As ex-
pected, the functionalized carbon nanotubes exhibit a higher ana-
lytical signal, which can be related to the introduction of polar
hydrophilic surface groups, mainly carboxyl group at the ends or
at the sidewall defects of the nanotubes structure that can increase
the conduction of electrons as observed in a previous work of our
group [33]. The SEM images proved appearance of sidewall in func-
tionalized carbon nanotubes when compared with non-functional-
ized carbon nanotubes (see Fig. 4).
It was performed the peak current response for Cd(II) and Hg(II)
by LSASV evaluation for the functionalized carbon nanotubes paste
electrode (CNPE). This contained 60% m/m of functionalized carbon
nanotubes and 40% m/m of mineral oil. It also contained function-
alized carbon nanotubes paste electrode modiﬁed with chitosan(CNPE-CTS), chitosan cross-linked with ECH (CNPE-CTS-ECH) or
GA (CNPE-CTS-GA) containing respectively 60% m/m of functional-
ized carbon nanotubes, 20% m/m of modiﬁer, and 20% m/m of min-
eral oil. The measurements were carried out separately for both
analytes (1.0  107 mol L1 Cd(II) and 9.0  107 mol L1 Hg(II))
in 0.1 mol L1 NaNO3 (pH = 6.1 adjusted with conc. HNO3) solution
using an accumulation potential of 0.2 V applied for 270 s, in a
potential range from 0.2 to 0.6 V vs. Ag/AgCl (3.0 mol L1 KCl)
raised at a scan rate of 25 mV s1. The CNPE (A), the electrodes
modiﬁed with chitosan (B), the cross-linked chitosan with ECH
(C), and the GA (D) are all shown in Fig. 2. It was observed that
the CNPE-CTS-GA presented a higher analytical signal for Cd(II)
and Hg(II) detection in comparison to the modiﬁed electrodes with
CTS-ECH and CTS. However, at present, the role of CTS cross-linked
in the enhanced current is not sufﬁciently clear. Nevertheless, the
crosslinking of chitosan can improve the ion transportation by a
mechanism involving pore and membrane diffusion, as recently
described [48,49]. This could be responsible for the enhanced ana-
lytical response of the electrode for metallic cations.
The crosslinking reactions are usually carried out in order to
prevent chitosan dissolution in acidic solutions or to improve the
metal adsorption properties, i.e., to increase the capacity or to en-
hance the selectivity. Since glutaraldehyde binds to the amino
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responsible for metal–chitosan interaction [50]. When comparing
the types of cross-linking, it was observed that the use of the GA
reagent yielded the highest current response. This could be related
to the presence of the free hydroxyl groups that would be able to
complex with Cd(II) cations. Therefore, the CNPE-CTS-GA electrode
was selected for further studies owing to the best performance re-
sponses for Cd(II) and Hg(II).
The inﬂuence of the concentration of CTS-GA in the paste com-
position on the peak current of Cd(II) and Hg(II) was studied for a
1.0  107 Cd(II) or 9.0  107 mol L1 Hg(II) solution. The inﬂu-
ence was investigated by altering the mass ratio of CTS-GA to the
functionalized carbon nanotubes in the electrode, the peak cur-
rents increased with the increase of the CTS-GA mass up to 20%
(m/m) in the paste, as observed in Fig. 3. When the amount of
CTS-GA was higher than 20% (m/m) the capacitive current was en-
hanced, the peak becoming broad and the peak currents decreasing
signiﬁcantly. The best functionalized carbon nanotubes paste com-
position was found with an electrode composition of 60% (m/m)
CNTs, 20% (m/m) CTS-GA, and 20% (m/m) mineral oil. Moreover,
this composition presented the best anti-fouling resistance, repeat-
ability of signals and the reproducibility of the electrodes.
The image was performed in order to verify the electrode
surface of the CNPE-CTS-GA, as observed in the FEG-SEM image
presented in Fig. 4. Subsequently, it was observed that the cross-
linked chitosan particles were densely dispersed in the electrode
surface.
The electrochemical responses of CNPE-CTS-GA electrode in
various supporting electrolytes such as HCl, NaNO3, KNO3, NaCl,
KClO4, KCl at 0.1 mol L1 concentration and acetate buffer solution
(at 0.1 mol L1 and pH  5.0) were also investigated. The best re-Fig. 4. SEM image of (A) non-functionalized carbon nanotubes,sults in terms of sensitivity (slope of the analytical curve) and vol-
tammetric proﬁle or behavior were found with a 0.1 mol L1
acetate buffer solution, which was used in further studies to eval-
uate the effect of the pH in the range from 2.5 to 5.5. The
0.1 mol L1 acetic acid solution (pH = 3.0) presented the best peak
shape and higher anodic stripping peak current for the detection of
Cd(II). In the same way, it was studied the best electrolyte for
Hg(II) determination using the supporting electrolytes, however,
for this metallic ion it was chosen 0.1 mol L1 HCl. Therefore, a
0.1 mol L1 acetic acid solution was used for Cd(II) determination
and 0.1 mol L1 hydrochloric acid was used for Hg(II) determina-
tion in further studies.
The dependence of the anodic peak currents with the scan rate
in LSASV was appraised in the range from 10 to 120 mV s1. An in-
crease in the magnitude of the peak current with the increase in
the scan rate up to 80 mV s1 was observed and remaining con-
stant after this value. Thus, it was chosen a scan rate of 80 mV s1
for subsequent studies.
The anodic stripping peak currents for 1.0  107 mol L1 Cd(II)
or 9.0  107 Hg(II) solution after an accumulation time of 270 s
under different accumulation potentials are shown in Fig. 5. It
can be seen that when the accumulation potential shifts negatively
from 0.1 to 0.8 V, the stripping peak currents for Cd(II) solution
increase up to potential of 0.4 V and do not change for potentials
from 0.4 to 0.8 V. The experiments also demonstrated that a
further negative shift of the accumulation potential could not obvi-
ously increase the peak current. However, it could cause a rela-
tively higher background current, which is mainly attributed to
the hydrogen evolution at such negative potentials. Therefore, an
accumulation potential of 0.4 V was chosen for further studies.
In the Hg(II) case, similarly the anodic peak currents increase until(B) functionalized carbon nanotubes, and (C) CNPE-CTS-GA.
Fig. 7. Voltammograms and calibration curve obtained with CNPE-CTS-GA in different Cd
electrolyte: 0.1 mol L1 acetic acid for Cd(II) and 0.1 mol L1 HCl for Hg(II), accumulation
scan rate of 80 mV s1 for both metallic cations.
Fig. 5. Study of the anodic peak currents obtained by LSASV as function of
the accumulation potential in presence of 1.0  107 mol L1 Cd(II) or 9.0 
107 mol L1 Hg(II). The experimental conditions were supporting electrolytes:
0.10 mol L1 acetic acid for Cd(II) and 0.1 mol L1 hydrochloric acid for Hg(II) at a
scan rate of 80 mV s1.
Fig. 6. Study of the anodic peak currents obtained by LSASV as function of the
accumulation time in presence of 9.0  107 mol L1 Hg(II). The experimental
conditions were 0.1 mol L1 hydrochloric acid supporting electrolyte, scan rate of
80 mV s1. Inside the study of accumulation time for 1.0  107 mol L1 Cd(II) in
0.1 mol L1 acetic acid supporting electrolyte, scan rate of 80 mV s1.
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0.6 to 0.8 V, the stripping peak current for Hg(II) remains al-
most unchanged.
The inﬂuence of the accumulation time on the anodic stripping
peak current for 1.0  107 mol L1 Cd(II) or 9.0  107 mol L1
Hg(II) solution is shown in Fig. 6. Accumulation time is the most
important factor for determination of the detection limit in strip-
ping voltammetric analysis. At the same accumulation potential,
a longer accumulation time would cause metallic ions to be re-
duced more completely. Subsequently, this would lead to a higher
peak current. However, when the accumulation time is extremely
long the reduced ions covers the entire effective electrode surface,
and the peak current does not change with the increasing accumu-
lation time. Experiments with different accumulation times rang-
ing from 0 to 350 s were performed. The best deﬁnition and
maximum peak current were obtained at a time accumulation of
240 s for both metallic cations. After this time, the signal it started
to level off, which could be attributed to the fact that the amount of
Cd(II) or Hg(II) on the modiﬁed electrode surface had greatly in-
creased. If the accumulation time increases from 240 to 350 s,
the peak current of analytes remains almost unchanged and the
plot becomes a straight line, thereby revealing that the amount
accumulated at the modiﬁed electrode surface tends to a limiting
value. Therefore, an accumulation potential of 0.4 V for Cd(II)
and 0.6 V for Hg(II) within the accumulation time of 240 s for
both metallic cations and were selected for the accumulation time.
3.2. Interference studies
A systematic study was carried out to evaluate the interference
under the optimum conditions of foreign cations, anions, and or-
ganic substances on the determination of Cd(II) or Hg(II). The
examined ions, such as Fe(III), Cu(II), Zn(II), Mn(II), Pb(II), Ni(II) in
a 100-fold excess did not interfere. Anions, such as Cl-, CO23 ,
SO24 , PO
3
4 (and urea for Cd(II)) in a 100-fold also showed no inter-
ference. Fortunately, the presences of most examined ions in water
samples are very low and the tolerance limit was deﬁned as the
maximum concentration of the interfering species which caused
an error lower than 3% in the analysis.
3.3. Quantitative aspects
The relationship between the anodic peak current and the Cd(II)
concentration was also studied. Well-deﬁned peaks were observed
by applying an accumulation potential of 0.4 V for 240 s follow-
ing the LSASV with a scan rate of 80 mV s1 in a concentration(II) (A) and Hg(II) (B) concentrations. The experimental conditions were supporting
potential of 0.4 V for Cd(II) and 0.6 V for Hg(II), accumulation time of 240 s and
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for Hg(II) was studied in the potential interval from 0.1 to 0.4 V
vs. Ag/AgCl, scan rate of 80 mV s1 after an accumulation time of
240 s, applying a potential of 0.6 V.
In addition, the calibration curves were observed in Fig. 7. It can
be seen that the peak current increased proportionally with the
concentration of Cd(II) ranging from to yield the linear regression
equation of DIpa (A) = 2.92 + 0.05[Cd(II)] (108 mol L1), with a cor-Table 2
Determination of Cd(II) in sediments and Hg(II) in natural water.
Sample Cd(II) concentration (107 mol L1) Sam
Comparative methoda Proposed method Relative error%
Sediments A 0.50 ± 0.03 0.52 ± 0.09 4.0 Na
B 2.4 ± 0.2 2.3 ± 0.1 4.1
C 3.5 ± 0.2 3.6 ± 0.1 1.0
D 10.7 ± 0.2 11.1 ± 0.1 3.6
a Determined by TS-FF-AAS.
b Determined by ICP OES.
Table 3
Comparison of the ﬁgures of merit for the present work and some rece
Electrode Modiﬁer Method De
GC Naﬁon-Graphene DPASV 5
MWCNTs – PSA 1
BDD Sb-NPs LSASV 1
Pt Kaolin SWASV 15
MWCNTs CTS-GA LSASV 2
GC – Glassy Carbon; MWCNTs – Multi-walled Carbon Nanotubes; BDD
Antimony Nanoparticles; CTS-GA – Chitosan with Glutaraldehyde; D
Analysis; LSASV – Linear sweep ASV; SWASV – Square Wave ASV.
Table 4
Comparison of the ﬁgures of merit for the present work and some rece
Electrode Modiﬁer Method Depo
Au – SWASV 60
MWCNTs DHP SWASV 300
GC Au-NPs DPASV 120
CPE SG-NPorous DPASV 450
MWCNTs CTS-GA LSASV 240
Au – Gold Electrode; MWCNTs – Multi-walled Carbon Nanotubes; G
adecyl Hydrogen Phosphate; Au-NPS – Gold Nanoparticles; SG-NPor
dehyde; DPASV – Differential Pulse ASV; LSASV – Linear sweep ASV;
Table 1
Recovery studies of Cd(II) or Hg(II) in different samples.





0.50 0.49 ± 0.03 98.0
5.0 5.1 ± 0.1 102
10.0 9.9 ± 0.1 99.0
Natural water
0.50 0.49 ± 0.03 98.0
5.0 5.1 ± 0.1 102
10.0 9.9 ± 0.1 99.0
Industrial
wastewater
0.50 0.52 ± 0.09 104
1.0 1.0 ± 0.1 100





8.0 7.8 ± 0.1 97.5
10.0 10.3 ± 0.1 103
15.0 15.1 ± 0.2 100
Industrial
wastewater
8.0 7.9 ± 0.1 99.0
10.0 10.2 ± 0.1 102
15.0 14.7 ± 0.2 98.0relation coefﬁcient of 0.995 and a detection limit of
9.8  109 mol L1 (3  SD/m, where SD is the standard deviation
of blank and m is the slope of the analytical curve). A relative stan-
dard deviation of 2.0% for 1.0  107 mol L1 Cd(II) solution
(n = 10) under optimized conditions was also obtained. The anodic
peak current was linearly dependent on the Hg(II) concentration
ranging from 6.7  109 to 8.3  108 mol L1 in 0.10 mol L1 HCl
The voltammograms and the respective calibration curve are
shown in Fig. 7. In accordance with the calibration curve the linear
regression equation was DIpa (lA) = 0.53 + 0.15 [Hg(II)]
(109 mol L1), correlation coefﬁcient of 0.995 and a detection lim-
it of 2.4  109 mol L1. A relative standard deviation of 1.7% for
1.0  107 mol L1 Hg(II) solution (n = 10) under optimized condi-
tions was also obtained. Relative standard deviations of 4.0% and
2.0% was obtained for 1.0  108 mol L1 Hg(II) solution and
1.0  107 mol L1 Cd(II) solution respectively using four different
electrodes prepared in the same way.3.4. Application
The proposed method was employed in different samples to
determine Cd(II) or Hg(II) in water samples and verify its potential
application. To evaluate the applicability of the proposed electrode,
the recovery of metallic ions was realized in the spiked samples of
industrial wastewater, natural water for both metallic cations and
human urine for Cd(II), as shown in Table 1.ple Hg(II) concentration (nmol L1)
Comparative methodb Proposed method Relative error%
tural water A 8.4 ± 0.2 8.6 ± 0.2 2.4
B 10.4 ± 0.3 10.2 ± 0.2 1.9
C 12.2 ± 0.2 12.0 ± 0.5 1.6
D 15.3 ± 0.1 15.8 ± 0.2 3.4
ntly reported electrodes for Cd(II) determination.
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– Boron-Doped Diamond; CNTs – Carbon Nanotubes; Sb-NPS –
PASV – Differential Pulse ASV; PSA – Potentiometric Stripping
ntly reported electrodes for Hg(II) determination.






C – Glassy Carbon; CPE – Carbon Paste Electrode; DHP – Dihex-
ous – Silica Gel Nanoporous; CTS-GA – Chitosan with Glutaral-
SWASV – Square Wave ASV.
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by Thermospray Flame Furnace Atomic Absorption Spectrometry
(TS-FF-AAS) [47,51] to verify the accuracy of the voltammetric
method. It was found that the results obtained by CNPE-CTS-GA
are in good agreement with the comparative method, as shown
in Table 2. This indicates that the method has good accuracy and
potential application for the determination of Cd(II). Also, it was
found that the results obtained by the proposed method were
not statistically different from the comparative method values at
a 95% conﬁdence level.
Table 2 also presents the Hg(II) concentrations determined in
spiked water samples. Aliquots of Hg(II) was added in the collected
water from river of the region (Monjolinho – São Carlos – SP- Bra-
zil) and the results were compared with those obtained by ICP OES
technique. Each sample was analyzed in triplicate and the results
obtained by the proposed method were not statistically different
from the comparative method values, at a 95% conﬁdence level.
According to the National Oceanic and Atmospheric Adminis-
tration (NOAA) [52] the maximum level allowed of Cd(II) and
Hg(II) in natural waters in the USA are 0.02 mg L1 (1.8 
107 mol L1) and 0.0014 mg L1 (7.0  109 mol L1), respec-
tively. For Canadian [53] and Brazilian [54] agencies, the allowed
levels are 0.005 mg L1 (4.5  108 mol L1) for Cd(II) (in both
countries) and 0.001 mg L1 (5.0  109 mol L1) or 0.002 mg L1
(1.0  108 mol L1) for Hg(II), respectively. The proposed method
is able to detect the heavy metals tested at the regulatory level
without any further pretreatment of the samples.
Adsorption capacity of crosslinked chitosan towards Hg(II) and
Cd(II) are different, once that CNPE-CTS-GA electrode presents dif-
ferent linear ranges and detection limit for these analytes. A similar
electrode for Cu(II) determination was developed by our group
[33], using as crosslinker epichlorohydrin instead of glutaralde-
hyde. Moreover, some research groups have been proposed elec-
trodes for heavy metal determination using crosslinked chitosan
with different crosslinker agents [55,56], which present different
selectivity. Moreover, the accumulation potential, the supporting
electrolyte and the structure of crosslinked chitosan with GA
may inﬂuence selectivity and/or detection limit.
The response characteristics of the proposed method were com-
pared with those reported in the literature with different elec-
trodes developed for Cd (II) and Hg(II) (Tables 3 and 4). It can be
seen that the proposed CTS-GA carbon nanotube paste electrode
system has a good detection limit with a low deposition time as
compared to most of the other methods for the electrochemical
determination of Cd(II) and Hg(II).4. Conclusions
The functionalized carbon nanotubes and chitosan cross-linked
with glutaraldehyde can be used in the development of modiﬁed
electrodes for the determination of Cd(II) or Hg(II). Thus, the chito-
san cross-linked with glutaraldehyde exhibits a higher accumula-
tion ability for the studied metallic ions. The CNPE-CTS-GA,
which can be easily prepared, has proved to be a selective electrode
for Cd(II) or Hg(II) analysis in urine, natural water, and industrial
wastewater samples using linear scan anodic stripping voltamme-
try with satisfactory results.Acknowledgements
The authors are grateful to Fundação de Amparo à Pesquisa do
Estado de São Paulo (FAPESP; Proc. 2006/05146-0, 2008/09893-0
and 2008/07529-9), Conselho Nacional de Desenvolvimento
Cientíﬁco e Tecnológico (CNPq), Coordenação de Aperfeiçoamento
de Pessoal de Nível Superior (CAPES) for ﬁnancial support and, Bio-analytical – National Institute of Science and Technology- (Bioana-
lytical-INCT).
References
[1] Z.X. Li, Y.D. Sun, B.H. Chen, X.Z. Li, Spectrosc. Spectr. Anal. 28 (2008) 1658–
1660.
[2] E. Margui, C. Fontas, M. Hidalgo, I. Queralt, Spectroc. Acta Part B – Atom. Spectr.
63 (2008) 1329–1332.
[3] J. Li, S. Guo, Y. Zhai, E. Wang, Anal. Chim. Acta 649 (2009) 196–201.
[4] M. Iqbal, A. Saeed, S.I. Zafar, J. Hazard. Mater. 148 (2007) 47–55.
[5] S.A. Reddy, K.J. Reddy, S. Lakshminaraya, D.L. Priya, Y.S. Rao, A.V. Reddy, J.
Hazard. Mater. 152 (2008) 903–909.
[6] S. Velanki, S. Kelly, T. Thundat, D.A. Blake, H.F. Ji, Ultramicroscopy 107 (2007)
1123–1128.
[7] N. Wang, X.D. Dong, Anal. Lett. 41 (2008) 1267–1278.
[8] H. Xu, L.P. Zeng, S.J. Xing, Y.Z. Xian, G.Y. Shi, Electroanalysis 20 (2008) 2655–
2662.
[9] H.C. Yi, P. Mei, J. Appl. Electrochem. 38 (2008) 1623–1627.
[10] Z.W. Zou, A. Jang, E. MacKnight, P.M. Wu, J. Do, P.L. Bishop, C.H. Ahn, Sens.
Actuator B – Chem. 134 (2008) 18–24.
[11] L.H. Marcolino Jr., B.C. Janegitz, B.C. Lourenção, O. Fatibello-Filho, Anal. Lett. 40
(2007) 3119–3128.
[12] B.C. Janegitz, L.H. Marcolino, O. Fatibello-Filho, Quim. Nova 30 (2007) 1673–
1676.
[13] J. Zhang, L.L. Mao, G.P. Yang, X.C. Gao, X.L. Tang, Spectrosc. Spectr. Anal. 30
(2010) 1979–1982.
[14] H. Hashemi-Moghaddam, H.A. Panahi, M.N. Nezhati, Anal. Lett. 42 (2009)
1911–1922.
[15] E.J. dos Santos, A.B. Herrmann, F. Vieira, C.S. Sato, Q.B. Correa, T.A. Maranhao, L.
Tormen, A.J. Curtius, Microchem. J. 96 (2010) 27–31.
[16] I.A. Arantes, M.T.C. Pinto, P.A. Mangabeira, M.F. Grenier-Loustalot, M. Veado,
A.H. Oliveira, Environ. Monit. Assess. 156 (2009) 119–130.
[17] G.A. East, E.P. Marinho, Biol. Trace Elem. Res. 103 (2005) 261–276.
[18] H.C. Yi, Anal. Bioanal. Chem. 377 (2003) 770–774.
[19] O. Abollino, A. Giacomino, M. Malandrino, G. Piscionieri, E. Mentasti,
Electroanalysis 20 (2008) 75–83.
[20] M. Javanbakht, H. Khoshsafar, M.R. Ganjali, A. Badiei, P. Norouzi, A.
Hasheminasab, Curr. Anal. Chem. 5 (2009) 35–41.
[21] V. Rehacek, I. Hotovy, M. Vojs, Sens. Actuator B – Chem. 127 (2007) 193–197.
[22] B.C. Janegitz, B.C. Lourenção, K.O. Lupetti, O. Fatibello-Filho, Quim. Nova 30
(2007) 879–884.
[23] S. Bautista-Banos, A.N. Hernandez-Lauzardo, M.G. Velazquez-del Valle, M.
Hernandez-Lopez, E. Ait Barka, E. Bosquez-Molina, C.L. Wilson, Crop Protection
25 (2006) 108–118.
[24] R.S. Juang, H.J. Shao, Water Res. 36 (2002) 2999–3008.
[25] K. Kurita, Mar. Biotechnol. 8 (2006) 203–226.
[26] J. Nunthanid, S. Puttipipatkhachorn, K. Yamamoto, G.E. Peck, Drug Dev. Ind.
Pharm. 27 (2001) 143–157.
[27] H.L. Vasconcelos, T.P. Camargo, N.S. Goncalves, A. Neves, M.C.M. Laranjeira,
V.T. Favere, React. Funct. Polym. 68 (2008) 572–579.
[28] H.M. Yi, L.Q. Wu, W.E. Bentley, R. Ghodssi, G.W. Rubloff, J.N. Culver, G.F. Payne,
Biomacromolecules 6 (2005) 2881–2894.
[29] S. Sun, A. Wang, J. Hazard. Mater. 131 (2006) 103–111.
[30] S.T. Lee, F.L. Mi, Y.J. Shen, S.S. Shyu, Polymer 42 (2001) 1879–1892.
[31] C.A. Rodrigues, M.C.M. Laranjeira, V.T. de Favere, E. Stadler, Polymer 39 (1998)
5121–5126.
[32] K. Inoue, K. Yoshizuka, K. Ohto, Anal. Chim. Acta 388 (1999) 209–218.
[33] B.C. Janegitz, L.H. Marcolino Jr., S.P. Campana-Filho, R.C. Faria, O. Fatibello-
Filho, Sens. Actuator B – Chem. 142 (2009) 260–266.
[34] R. Pauliukaite, M.E. Ghica, O. Fatibello, C.M.A. Brett, Anal. Chem. 81 (2009)
5364–5372.
[35] J. Wang, M. Musameh, Y.H. Lin, J. Am. Chem. Soc. 125 (2003) 2408–2409.
[36] H.X. Luo, Z.J. Shi, N.Q. Li, Z.N. Gu, Q.K. Zhuang, Anal. Chem. 73 (2001) 915–920.
[37] M. Musameh, J. Wang, A. Merkoci, Y.H. Lin, Electrochem. Commun. 4 (2002)
743–746.
[38] Y.Y. Sun, K.B. Wu, S.S. Hu, Microchim. Acta 142 (2003) 49–53.
[39] W.S. Huang, W.B. Hu, J.C. Song, Talanta 61 (2003) 411–416.
[40] T.W. Odom, J.L. Huang, P. Kim, C.M. Lieber, Nature 391 (1998) 62–64.
[41] W.A. Deheer, A. Chatelain, D. Ugarte, Science 270 (1995) 1179–1180.
[42] S.J. Tans, A.R.M. Verschueren, C. Dekker, Nature 393 (1998) 49–52.
[43] G.L. Che, B.B. Lakshmi, E.R. Fisher, C.R. Martin, Nature 393 (1998) 346–349.
[44] P. Chen, X. Wu, J. Lin, K.L. Tan, Science 285 (1999) 91–93.
[45] X.L. Chen, J.H. Chen, C.Y. Deng, C. Xiao, Y.M. Yang, Z. Nie, S.Z. Yao, Talanta 76
(2008) 763–767.
[46] G. Lamarque, M. Cretenet, C. Viton, A. Domard, Biomacromolecules 6 (2005)
1380–1388.
[47] S.P.N. Souza, P.S. Fadini, E.R. Pereira, Quim. Nova 32 (2009) 2367–2372.
[48] J. Cruz, M. Kawasaki, W. Gorski, Anal. Chem. 72 (2000) 680–686.
[49] M.G. Zhang, C. Mullens, W. Gorski, Anal. Chem. 79 (2007) 2446–2450.
[50] K. Inoue, Y. Baba, K. Yoshizuka, Bull. Chem. Soc. Jpn. 66 (1993) 2915–2921.
[51] G.A. Petrucelli, R.J. Poppi, R.L. Mincato, E.R. Pereira-Filho, Talanta 71 (2007)
620–626.
[52] M.F. Buchman, National Oceanic and Atmospheric Administration (NOAA)
Screening Quick Reference Tables, NOAA OR &R Report 08-1, Ofﬁce of
216 B.C. Janegitz et al. / Journal of Electroanalytical Chemistry 660 (2011) 209–216Response and Restoration Division, National Oceanic and Atmospheric
Administration, Seattle (WA), 2008, 34p.
[53] Guidelines for Canadian DrinkingWater Quality, Federal–Provincial–Territorial
Committee on DrinkingWater of the Federal–Provincial–Territorial Committee
on Health and the Environment, May 2008 <http://www.ocpro.ca/docs/
Library/summary-sommaire-eng.pdf> (accessed 15.02.2011).
[54] Conselho Nacional de Meio Ambiente (CONAMA Brasil), Resolução n. 357 de
15 de março de 2005. Brasília, DF, 2005 <http://www.mma.gov.br/port/
conama/res/res05/res35705.pdf> (accessed 16.06.2011).
[55] L. Vitali, I.C. Vieira, A. Spinelli, Food Chem. 126 (2011) 807–814.[56] W.F. Deng, Y.M. Tan, Y.Y. Li, Y.Q. Wen, Z.H. Su, Z. Huang, S.Q. Huang, Y. Meng,
Q.J. Xie, Y.P. Luo, S.Z. Yao, Microchim. Acta 169 (2010) 367–373.
[57] J. Li, S.J. Guo, Y.M. Zhai, E.K. Wang, Electrochem. Commun. 11 (2009) 1085–
1088.
[58] C.R.T. Tarley, V.S. Santos, B.E.L. Baeta, A.C. Pereira, L.T. Kubota, J. Hazard. Mater.
169 (2009) 256–262.
[59] K.E. Toghill, L. Xiao, G.G. Wildgoose, R.G. Compton, Electroanalysis 21 (2009)
1113–1118.
[60] M.A. El Mhammedi, M. Achak, M. Hbid, M. Bakasse, T. Hbid, A. Chtaini, J.
Hazard. Mater. 170 (2009) 590–594.
